














/\/ Valves and solenoid valves for compressed air Series 700
emennex| With body in tecnopolymer G1/2” and G-3/4”
Valve 3/2
Pneumatic spring
Ordering code 075
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Minimum working pressure: see scheme at page 2
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Ordering code

Servoassisted external pilot

Internal pilot

Servoassisted external pilot

Internal pilot
with quick exhaust

with quick exhaust

T773.32.0.1AC.MP
Normally closed
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Minimum working
pressure: 2.5 bar
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Minimum working pressure:
see scheme at page 2
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Normally closed
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Minimum working
pressure: 2.5 bar
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Minimum working pressure:
see scheme at page 2

Fluid Max working | Operating temperature |Flow rate at 6 bar Orifice Working Pilot ports
Operational pressure min. max. with Ap = 1 bar size port size size
characteristics Filtered and . )
lubricated air 10 bar -5°C +50°C 6400 NI/min mm 20 G 3/ G1/8




Series 700 ‘\/

Valves and solenoid valves for vacuum
NELMAX

with body in tecnopolymer - G1/2” and G-3/4”

Valve 3/2
Pneumatic spring
Ordering code
T773/V.32.11.1 I C“ o
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Normally closed
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Weight gr. 330 b
255 63
Minimum working pressure: 2,5 bar
Solenoid valve 3/2
Solenoid spring 075
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Weight gr. 370
Ordering code
. . . Servoassisted external pilot
Internal pilot Servoassisted external pilot with quick exhaust
T773/V.32.0.1AA.MV T773/V.32.0.1.MP T773/VS.32.0.1.MP
Normally open
WEZE;D Normally open Normally open
T773/V.32.0.1AC.MV EZEUZW W
Normally closed
; %Zm Normally closed Normally closed
Minimum working pressure: 2.5 bar
) Operating temperature Orifice Working Pilot ports
Fluid Size i si size
Operational min. max. port size
characteristics
Vacuum -5°C +50°C mm 20 G 3/4" G 1/8"






